MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS
(Approved by US Department of Labor Essentially Similar to Form OSHA 20)

| Date Issued 05/17/00 |

SECTION I

AMANUFACTURERS NAME
GARDNIR-ASPHALL CORPORATION
SIIEIVT AIDDDRESS

4161 E 7TH AVENUE

EMERGENCY TELEPHONE NUMEBER
1-800-424-9300

PRODUCT CLLASS

DRIVEWAY PATCH (WATER BASED)

TRADE NAME
GARDNER, BLACKJACK, WEATHERSEAL

CITY, 5TATE, AND ZIP CODE
TAMPA, FL. 33605

MANUPACTURES CODE IDENTIFICATION

BO70

SECTION II- HAZARDOUS INGREDIENTS

TNGRODITNT PIRCENT TTRY TN LEL VAPOR

‘ ) TPM | Mg/M3 PRESSURE
PITTROLIUM ASPITALT <43, 0,27 B
CAS # - 4052-12.4
INORGANIC FILLIZR™ =>50% 0.1+

CAS #- MIXTURE

CAS # -
CAS #-
CAS #-
ADDITIONAL INFORMATION-* AS RESPIRABLE DUST ONLY.
Hazardous Matenials Identification Sysiem (HMIS)
I—I.:;:lth FIumBnability Rea(;:r.ivily Persnmal Protection

SECTION III - PHYSICAL DATA

BOILING RANGE: 212°F - =

ENAPORATION RATLE [ FASTER B SLOWLEICTTLAN  PERCENT VOFLILE 3Y

LR VOl

VAPOR DENSITY [ HEAVIER

LN 20"

[]LIGHTER, ITHAN \IR

WIETGITT PER GALLON
BY VOLUMIL 115 LIS

SECTION IV = FIRE AND EXPLOSION HAZARD DATA

DOT CATEGORY - N/R
FXTTMNOGUTSITING M A-
UNUISUAL FTRE ANTY EXPLOSION [TAZARIS

SPRCIAL FTRE FIGTTUING PROCEDURES-

FLASH PFOINT- N/A Water Based

RECOMMENDED FOR FIREFIGITTERS, WATER MAY CAUSE FROTHING, APPLY CAUTIOQUSLY.

FOAM, & DRY CHEMICAL , CARBON DIOXIDE |

EEEP AWAY FROM SOURCES OF IGNITION,

NECA

TSE OF A SELF-CONTAINED BREATHING APPARATTIS T8




SECTION V - REACTIVITY DATA

STABILITY: [ UNSTABLE B SUABLIE CONDITIONS TG AVOID: SPARK, FLAMES,
ELECIRICAL AND STATIC DISCHARGE.

TNCOMPATIBILTY (MATHRTALS TO AVOID): STRONG OXIDIZERS, ACIDS,
HAZARDOUS DECOMPOSITION PRODUCTS: CARRON DIOXIDE, CARBCHN MONOXIDE
HAZARIDOUS POLYMERIZATION: [ MAY OCCUR B4 WILL NOT OCCUR

CONDITIONS TO AVOID: INONE

SECTION VI-HEALTH HAZARD DATA

EFFECTS OF OVEREXPOSURE- ACITUIC SKIN: PROLONGED REPEATED CONTACT MAY CAUSE IRRYCATTON. Y(S:
CONTACU MAY CAUSE IRRTIATTON | BLURRED VISTON. INFIALNTION: EXCESSIVE BREANUTITNG O HIGH VAPOR
CONCENTRATION CAN CAUSE NASAL ANLD RESPIRATORY IRRTENTTON, DEAZINLESS | NAUSEA AN POSSILL
UNCONSCIOUSNISR ANTY EVEN ASPITVRLAVTION. INGESTTON: CAN CAUSE GASTROINTESTINAL TRRTEATTON, NALISEA,
VOMITING AND DIARRHEN, ASPIRATION OF MATHRIAL INTE LUNGE CAN GALSIS CLIMICAL PNEUMONTITS. WG
CAN B AT CARCINGOGHENICTTY: MO, MEDICAL CONDITIONS GENDRALLY ACCRAVATED BY BXPOSURE: PRE-
BXTFITNG LUNG AND SKTN DISORDERS. REPRODUCTIVE EFFLCTS: NI TERATOCGENTC: WD, MUTAGENIC: ND.

EMERGENCY FIRST AID PROCEDURE- SKIN: WASH EXPOSED AREAS WITIT SOAP AND WATER. EVES: FLUSH
FEYES WITH COFIOUS AMOUNTS OF WATER , IF SYMPTOMS PERSIST, CONSULT A PHYSICIAN, INHALATION:
REMOVE PERSON TQ FRESH AIR. IF BREATHING IS DIFFICULT ADMINISTER OXIGEN. TF BREATIING STORS,
GIVE ARTIFICIAL RESPIRATION. SEEK MEDICAL ATTTNTION IMMEDIATELY. INGESTION: DO NOT INDUCE
VOMNMTNG.

SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL 18 RELEASED OR SPILLED: DIKE SPILL ARTA, RECOVER FRODR
LIQUID. ADD ABSORBENT TO SPILI. AREA, REMOVE SOURCES QF IGNITION. WASH AND VENTILATE AREA.

WASTE DISPOSAL METI1OD: DISPOSE IN ACCORDANCE WITTT LOCAL, STATE (O FEDERAL RIEGULATIONS,

SECTION VIII - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: NOT NORMALLY REQUIRED IN WEIL VENTILATED AREA. TR 1LV 15
EXCEEDED, A NIOSH/MEHA APPROVED BREATITING APPARATUS IS RECOMMENDLD,

VENTILATION: USE WITH ADEQUATL VENTILATION. MAINTAIN EXPOSURE BELOW TLV LEVEL.
PROTECTIVE GLOVLE RUBBER GLOVLES SHOULD BE USED.
EYL PROTLECTION: SAILTY GOGGIES SIOULD BE USELD.

OTHER PROTECLIVE BQUIPMENT: A3 NLECLSSARY

SECTION IX - REGULATORY INFORMATION

PRECAUTIONS 10 B TAKEN IN HANDLING AND STORAGT: STORD IN COOL DRY ARLA,

OTHER PRECAUTIONS: KEEP QUT OF REACH OF CHILDREN AND AWAY FROM SQOURCLS OF IGNITION,



AVOID CONTACT WITH SKIN OR CLOTHINCG. KEEP CONTAINER CLOSED. WASH THOROUGHLY AFIER
UBING.

REPORTABLE QUANTITY (MIN. UNDER ANY ACT): NONE

RCRA HAZARDOUS WASTE WASTE NO: (FED)NONE  SHIPEING NAME: CEMENT, ROOFING, NOI
NORTH AMERICAN EMERGENCY RESPONSE GUIDE NUMEER; N/A

DOT CLASSIFICATION: NOT REGULATED AS PER 49 CFR 171.8 & 49 CFR 173.124 (A)

IDENTIFICATION NO: NMFC ITEM NO. 170060 WMIC CLASS 55.

VOLATILE ORGANIC COMPOUNDS (VOC): 300 G/L MAX.

IMDG CLASSIFICATION: NOT REGULATED AS PER SECTION 1.6 ON IMDG CODE PAGE 4101



